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TOPAKUSTIK® type 19-2M - Productdatasheet
TOPAKUSTIK® type 19-2M - The visually beautiful profile
This highly appealing profile is convincing thanks to the fine creasing and its good 
sound-absorbing properties despite a perforation of only 5.9%. Acoustics -planks and 
-panels in its best form, is available in all materials and surfaces. Very suitable for offices, 
living rooms or restaurant/hall.

Edges
- all TOPAKUSTIK® -planks & -panel 
  edge details are manufacturable 

Symbols legend: 

Paint

Wood Veneer

Melamine

19 2 21.3

Sound absorption values:

Graphics: Sound absorption in  
suspension height 215 mm and 55 mm.

19/2 M - 5.9%
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Tabelle links: Mittelwerte der Schallabsorption

Tieftonbereich (100-315 Hz): 0.74
Mitteltonbereich (400-1250 Hz): 0.85
Hochtonbereich (1600-5000 Hz): 0.78

Mittelwerte der Schallabsorption Tabelle rechts

Tieftonbereich (100-315 Hz): 0.51
Mitteltonbereich (400-1250 Hz): 0.95
Hochtonbereich (1600-5000 Hz): 0.73
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14.006177.0061
36.000248.0002
77.005208.0052
28.051318.0513
39.000448.0004
00.100528.0005
99.003638.0036
69.000838.0008
29.0000188.00001
98.0052109.00521
48.0006188.00061
87.0000248.00002
57.0005218.00052
37.0051377.00513
96.0000427.00004
85.0000536.00005
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Fire Category, D-s2, d0 (CH 4.3)  Fire Category B-s2, d0 (CH 5.3) Fire Category A2 (CH 6q.3)

Paint

16 mm

Wood Veneer

17 mm

Melamine

16 mm

Paint

16 mm

Wood Veneer

17 mm

Melamine

16 mm

Paint

16 mm

Wood Veneer

17 mm

standard

2780 x 128 2780 x 128 2780 x 128 2780 x 128 2780 x 128 2780 x 128   

3640 x 128 3640 x 128  3640 x 128  3080 x 128 3080 x 128

4080 x 128 4080 x 128 4080 x 128 4080 x 128

custom lenghts are also available

Fire Category, D-s2, d0 (CH 4.3)  Fire Category, B-s2, d0 (CH 5.3) Fire Category, A2 (CH 6q.3)

Paint

16 mm

Wood Veneer

17 mm

Melamine

16 mm

Paint

16 mm

Wood Veneer

17 mm

Melamine

16 mm

Paint

16 mm

Wood Veneer

17 mm

maximal

3640 x 1216 3640 x 1216 3640 x 1216 3640 x 1216 3640 x 1216 3640 x 1216 3080 x 1216 3080 x 1216

ideal = means optimal use of MDF core - custom lengths are also available

2040 x 992 / 640 2040 x 992 / 640 2040 x 992 2040 x 992 2040 x 992 2040 x 992 1540 x 608 1540 x 608

2780 x 992 / 640 2780 x 992 / 640  2780 x 992 2780 x 992 2780 x 992 2780 x 992 3080 x 608 3080 x 608

3640 x 640 3640 x 640  3640 x 640

300 - 1200 mm

128 mm

Planks
Thanks to the precise tongue and groove connection, planks result in an attractive surface 
with joint-free appearance, because the connection joint matches the dimension of the 
grooves. The planks permit simple and flexible assembly. They can be installed by stapling 
to timber battens or using a screw clip and on a H-bar with turning-clip.

Panels
Panels are used for demountable or structured Ceiling and wall claddings. The larger 
width (compared to the Slats) conditionally requires a joint between the plates, around the
Material dilatation. Panels can be provided with many different edges. Thus, panels are 
also suitable for wardrobe fronts or room dividers.


